PROTECTIVEHEADWEAR

V6 VENTED HARD HAT FULL BRIMWITH

LAMP BRAGKET AND RATGHET HARNESS

PRO CHOICE SAFETY GEAR

= Complete with 6 ventilation points
Lightweight ABS plastic vented hard hat

= Full brim design helps reduce UV exposure to the neck and ears

= Replaceable cotton sweatband
= Short front brim allows improved upward vision

= Replaceable non-ferrous polycarbonate Cap Lamp Attachment
and rear leather cord holder

= Fits all head sizes: 53cm - 66cm

= 6 point 25mm webbing ratchet harness

= Quick and easy single hand adjustment ratchet

= |deal for high wind areas requiring a quick, secure fit

= Padded swivel feature for advanced positioning on back
of the head

= Distinguish workers on site by utilising our pad printing or vinyl
cut print services that can customise hard hats before delivery

= Replacement harness: HHHR-V6

= Optional reflective tape kit: HHRTC

SPECIFICATIONS

Helmet Material: ABS Plastic
Harness Materials: HDPE/Polyester
Weight: 440g

Size: 53cm - 66cm

Colour: White

Unit: Each | Carton: 20

AUSTRALIA

PIP ANZ (AUSTRALIA
PHONE: 1300 747 269

& NEW ZEALAND)

NEW ZEALAND
PHONE: 0800 747 269

APPLIGATIONS

= Agriculture = Heavy engineering

= Aviation = Metal processing

= Automotive = Mining and quarrying
= Chemical manufacturing = Welding

= Construction = Woodworking

CAREINSTRUCTIONS

Pro Choice hard hats should be inspected for any deterioration

or damage prior to use. If any cracks, colour distortion or deep
abrasions are found, the hard hat should be disposed of.

Industry recommends the hard hat shell to be replaced after 3 years
of working life, the harness before 2 years of use and the sweatband
as required.

To extend the working life of your hard hat, avoid excessive exposure
to UV and any solvents. Clean your hard hat and harness with warm
soapy water on a regular basis.

STANDARDS

AS/NZS 1801:1997 Occupational Protective Helmets

AS/NZS 1800:1998 Occupational Protective Helmets -
Selection, Care and Use

™

k=1
S
=
5
o
=
=
&
S

4

AS/NZS 1801
SMK41168

PRIP

GLOBAL SAFETY

info@pipanz.com

261014

www.pipanz.com



